20000918.ba v02_n989.bam.20000918

>From ???@??? Mon Sep 18 07:47:42 2000 -0500
Date: Mon, 18 Sep 2000 07:45:32 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2989
Message-Id: <20000918124706.D54EA185@devel43.theporch.com>

			    BOATANCHORS Digest 2989

Topics covered in this issue include:

  1) Re: old mic  
	by "Hue Miller" <kargokult@proaxis.com>
  2) Re: problems with bama
	by "DavidC" <eDoc@netzero.net>
  3) Re: WARNING! CW may be hazardous to your health.
	by "russ dworakowski" <wb3fau@hotmail.com>
  4) Re: Johnson Ranger VFO advice please
	by "russ dworakowski" <wb3fau@hotmail.com>
  5) Free BC375 TU-5 and TU-6
	by James Hanlon <knjhanlon@uswest.net>
  6) ?? re  Sonar FM Exciter
	by "Hue Miller" <kargokult@proaxis.com>
  7) Re: ?? re  Sonar FM Exciter
	by jackiv@juno.com
  8) Nuvistor tube reliability question
	by Edward J Knobloch <k4pf@juno.com>
  9) Phillips
	by "Jim Reynolds" <ki6up@earthlink.net>
 10) RE: Nuvistor tube reliability question
	by Morris Odell <MorrisO@vifp.monash.edu.au>
 11) Re: Nuvistor tube reliability question
	by plmills@attglobal.net
 12) RE: Phillips
	by Morris Odell <MorrisO@vifp.monash.edu.au>
 13) Re: ?? re  Sonar FM Exciter
	by "DavidC" <eDoc@netzero.net>
 14) WTB radio gear for warbird restorations
	by Ian Abbott <ian@gene.com>
 15) Re: Nuvistor tube reliability question
	by "Terry O'Laughlin" <terryo@wort-fm.terracom.net>
 16) Collins differences?
	by MODSTEPH@ACS.EKU.EDU
 17) RE: Nuvistor tube reliability question
	by Morris Odell <MorrisO@vifp.monash.edu.au>
 18) Re: old mic ID needed (Kellogg?)
	by Ron Hershey <rhershey1@uswest.net>
 19) Whatta Toob! II
	by "Steve" <scb@fly.hiwaay.net>
 20) Re: [BoatAnchors] 3-500 Z  tubes
	by "Sandy Blaize" <ebjr@i-55.com>
 21) Re: items fs
	by "w2tu" <w2tu@email.msn.com>

----------------------------------------------------------------------
Message-ID: <004101c020f7$9dfeb420$afc36ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: old mic  
Date: Sun, 17 Sep 2000 15:35:42 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


While we're on microphones, i have a question:
will ??automotive??  ??some kind of business??
rechrome a small job, like a microphone? I have
a Northern Radiotelephone microphone that has
some real weak spots in what looks like a chrome
finish. It has a red lamp jewel on it too, and i swear,
looks like some religious article brought up from
some Spanish galleon wreck. I think it would be 
neat to have the finish all shiny again.
Oh, and chain of associations: some years back i
was offered (and declined) a microphone off a 
Japanese maru sunk off Kwajalein (sp?). The 
thing was recovered in the 1970s, but the metal
part was undamaged, being brass, and surprisingly
enuff, a large part, or most, of the wooden handle
was still present.
Hue Miller

------------------------------
Message-ID: <01d001c020f7$b18a0f80$a71ed03f@oemcomputer>
From: "DavidC" <eDoc@netzero.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: problems with bama
Date: Sun, 17 Sep 2000 18:36:11 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

They have had a server change/problem but mostly it is a result 
of too many folks trying to access at once.  This is partly exacerbated
by folks whose older applications fail to properly disengage thus tying
up BAMA resources.  Or so I understand!

It is an awesome resource!

73, DavidC  KD4E in wet, windy, and wild West Central Florida



> howdy men
> Ive been trying to get into the bama site for a week or two now to
> download a couple of manuals. Sometimes I can get in but then
> at some point I get a "unable to display" message from explorer..
> or sometimes I actually get to the manual I want then it won't
> come up. Are they having problems?
> 
> I really need a copy of a manual for a national nc183D, the version with
> the 6sn7 audio driver and also a drake 2cq...
> 
> lots of good Am on 75m this morning!!
> 
> Ronnie



_____NetZero Free Internet Access and Email______
   http://www.netzero.net/download/index.html

------------------------------
From: "russ dworakowski" <wb3fau@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: WARNING! CW may be hazardous to your health.
Date: Sun, 17 Sep 2000 18:43:06 EDT
Mime-Version: 1.0
Content-Type: text/plain; format=flowed
Message-ID: <LAW2-F215U0fER1lpKi0000f72a@hotmail.com>

Hi Jack, I have the same problem, after hamfests,I
tend to fall asleep at the wheel, I take a partner with
me.  Sometimes I just can't stay awake.  Its real strange
when I wake up, him yelling at me, and he is steering the car.  I laugh 
about it,  he doesn't have as good a sense
of humor.  Russ


>From: Jderm740@aol.com
>Reply-To: Jderm740@aol.com
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: WARNING! CW may be hazardous to your health.
>Date: Sun, 17 Sep 2000 15:15:06 EDT
>
>Hi
>
>Well I just got back from a convention in Rochester, NY. As it's a six to
>seven hour drive I thought it might be a good time to play some code tapes
>and maybe learn something. I learned something alright. They're boring as
>hell. Three oclock in the afternoon, on I-90 thirty miles west of Albany, I
>fell asleep at the wheel doing 70mph on cruise control. My Guarding Angel 
>and
>others were looking out for me. I awakened to hear the clatter of small 
>signs
>giving up their  lives because of my onslaught. The area where I left the
>highway was very wide, over an acre of semi-soft material. Fighting this 
>mess
>was going badly untill I hit the brake and caused the cruse control to
>disconnect. Now the car is spinning a full 420. I thought I blew a tire so 
>I
>jumped out of the car and looked at each. They were okay, the engine was
>still running, so I turned around again the correct way and drove to the
>nearest rest area, two miles ahead, to try and get a little snooze. Forget
>it. I was on an adrenaline high that never subsided till I got home three
>hours later. Talk about being on 'speed'.
>
>Damage to the car was slight but one of the signs I hit slapped down on the
>hood and will take a mirror to read. I'll get the hood refinished as damage
>was slight.
>
>NEVER use ARRL tapes while driving. They're dangerous.
>
>Jack McDermott                    Jderm740@aol.com
>

_________________________________________________________________________
Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com.

Share information about yourself, create your own public profile at 
http://profiles.msn.com.

------------------------------
From: "russ dworakowski" <wb3fau@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Johnson Ranger VFO advice please
Date: Sun, 17 Sep 2000 18:49:36 EDT
Mime-Version: 1.0
Content-Type: text/plain; format=flowed
Message-ID: <LAW2-F174PKGCqyzEfj00001c75@hotmail.com>

Also, think about moving that 18k resistor and the vr out of the vfo 
compartment


>From: john <johnmb@mindspring.com>
>Reply-To: johnmb@mindspring.com
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: Re: Johnson Ranger VFO advice please
>Date: Sun, 17 Sep 2000 18:09:46 -0400
>
>
>When VFO problems arise....swap out that 18K 2W carbon comp
>(which probably ISNT 18K anymore), for a new, 5W or larger
>version ....
>
>You can get the left side plate off...and this resistor is hanging off
>the OA2 just sizzling away, on a good day!!
>
>Try that, and see what happens!
>
>Best
>John
>
>
>
>
>At 02:17 PM 9/17/00 -0700, Leslie Zwiebel wrote:
> >    I'd appreciate hints re a problem w/ my Ranger on AM:
> >    QSO reports on 3.870 are that FSK-like activity is heard behind my
> >decent power/decent audio signal, as if I am also sending a RTTY signal
> >concurrently!
> >    I can hear it myself when I "Zero" in the shack using the Ranger in
> >order to spot the net frequency I am hearing on my receiver.
> >    On-air front panel metering shows no probs.
> >    Helpful local AM'ers have suggested, and we have tried the
> >following: inserting a crystal and running rock-bound, which eliminates
> >the problem, pointing to the VFO as culprit.
> >    It does not occur (signal is clean) on 40M(!), so we are thinking
> >about components in the 160M/80M/ loop.
> >    Two or three substitutes for the 6AU6 in the VFO are no help. Will
> >also try a sub for the OA2 VR tube. Poking around at solder joints and
> >grounds, at least the visible ones with the VFO cover off has not
> >yielded any change.
> >    Will probably next start VOM measurements on top layer of the VFO
> >compartment.
> >    Before we start taking off the panel to access further layers of the
> >VFO (alot of work), I'd appreciate any ideas.
> >    (((((73)))))
> >    Les
> >    Menlo Park, CA
> >
> >
>

_________________________________________________________________________
Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com.

Share information about yourself, create your own public profile at 
http://profiles.msn.com.

------------------------------
Message-ID: <39C54C97.897BA8D6@uswest.net>
Date: Sun, 17 Sep 2000 16:58:31 -0600
From: James Hanlon <knjhanlon@uswest.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Free BC375 TU-5 and TU-6
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

A friend of mine from Albuquerque, Mike Langner, K5MGR, just
called to say that he has  "rough" but intact TU-5 and TU-6
tuning units for the BC375 or BC191 that he would like to
see go to someone who could use them in a transmitter rather
than tearing them down for their parts.  There is a bit of a
story behind them.  A friend of Mike's dug them out of the
sand in the Virgin Islands!  (I wonder what else he might
have found if he kept on digging!)  They have their top and
bottom covers, but not the CS-48 cases that they were stored
in.  Mike says all the parts are present inside.  One has a
some paint, the other just a little.  The knobs are present.

If you would like a tuning unit to restore and put to use,
give Mike an e-mail at <k5mgr@arrl.net>.

73,

Jim, W8KGI

------------------------------
Message-ID: <001e01c02104$227124c0$d1c36ac6@oemcomputer>
From: "Hue Miller" <kargokult@proaxis.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ?? re  Sonar FM Exciter
Date: Sun, 17 Sep 2000 17:05:16 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

This is a small thing but looks large enuff to be
a complete transmitter of the 10-15 watt level,
Sonar FM Exciter. Looks late 1940s. So:
What does it do, and where?
Anyone "need" it, or have a better use for it
than i (no use at present, i had only thot of
changing it to screen mod AM and having it
as "mobile station" display with 1954 car radio
and  Morrow converter - but i have enuff projects
that i'll only daydream this.)
Tnx, Hue Miller

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Sun, 17 Sep 2000 19:01:09 -0500
Subject: Re: ?? re  Sonar FM Exciter
Message-ID: <20000917.190110.-298761.11.jackiv@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: jackiv@juno.com

Hue,  this is probably the NBFM exciter. I have one, been trying to get
rid of it for about 4 hamfests, no one knows what it is. I do have a
manual for it also. It is xtal controlled and as I remember uses a 6AG7
out put.
the one I have works, I re-capped it and ran into a load, about 6 watts. 
A 10 meter rig.
73s
 jack
On Sun, 17 Sep 2000 17:05:16 -0700 "Hue Miller" <kargokult@proaxis.com>
writes:
> This is a small thing but looks large enuff to be
> a complete transmitter of the 10-15 watt level,
> Sonar FM Exciter. Looks late 1940s. So:
> What does it do, and where?
> Anyone "need" it, or have a better use for it
> than i (no use at present, i had only thot of
> changing it to screen mod AM and having it
> as "mobile station" display with 1954 car radio
> and  Morrow converter - but i have enuff projects
> that i'll only daydream this.)
> Tnx, Hue Miller
> 
> 

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sun, 17 Sep 2000 16:58:02 -0400
Subject: Nuvistor tube reliability question
Message-ID: <20000917.201859.-170983.0.k4pf@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit
From: Edward J Knobloch <k4pf@juno.com>

Hi, 

I recently bought some Ameco 6m and 2m converters
and an Ameco HF Nuvistor preamp, and out of 9 Nuvistors
(6CW4 or 6DS4 types), all but 1 was weak.
I mean WEAK, like half of the minimum value 
on the TV-7D/U tube tester.  The items came from
3 different sellers.

I then bought some used tube assortments from eBay vendors
which included Nuvistors, and +all+ of the 6 or so used
Nuvistors was weak.  A standard miniature tube
from the same collections stood
about a 95 percent chance of testing good.

Is this just my proven bad luck, or does this family of tubes
have a short lifespan?  Is it even worthwhile retubing
the Ameco stuff, considering the cost of new Nuvistors?

I'd appreciate your comments.

73,
Ed    k4pf@juno.com

------------------------------
From: "Jim Reynolds" <ki6up@earthlink.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Phillips
Date: Sun, 17 Sep 2000 19:30:31 -0500
Message-ID: <000d01c02107$a7147f80$034afc9e@ripcord>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I was given a new old stock tube that has me stumped.
 It is very close to the exact size of a 813. the print on the glass says

                   QB2/250

On the chrome ring at the base inside the glass it says
     
                      E1D  26794


Any guesses?

KI6UP

------------------------------
Message-ID: <07A064EA6042D4118A62009027F70E778645@nt_exchange.vifp.monash.edu.au>
From: Morris Odell <MorrisO@vifp.monash.edu.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Nuvistor tube reliability question
Date: Mon, 18 Sep 2000 11:46:17 +1100
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

Hi all,
> 
> Is this just my proven bad luck, or does this family of tubes
> have a short lifespan?  Is it even worthwhile retubing
> the Ameco stuff, considering the cost of new Nuvistors?

FWIW I have quite a few Tektronix plugins with nuvistors but have only found
one faulty one out of about 20 or so in the various bits of gear. I also
have a HP 130C oscilloscope where they are used as constant current tubes in
long tailed pairs and they lasted longer than the original CRT!

73 de Morris VK3DOC

------------------------------
Message-ID: <39C564D2.1BDC67F3@attglobal.net>
Date: Sun, 17 Sep 2000 19:41:54 -0500
From: plmills@attglobal.net
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Nuvistor tube reliability question
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello Ed,

I'd suggest you find a new or known good tube and test
it.  I have a TV-2 and when I suspect it of producing
low readings I test a known good tube and see where it
reads.  Sometimes, the TV-2 is reading low....sometimes
all the used tubes I tested were weak.

good luck,
Phil
W5BVB

Edward J Knobloch wrote:
> 
> Hi,
> 
> I recently bought some Ameco 6m and 2m converters
> and an Ameco HF Nuvistor preamp, and out of 9 Nuvistors
> (6CW4 or 6DS4 types), all but 1 was weak.
> I mean WEAK, like half of the minimum value
> on the TV-7D/U tube tester.  The items came from
> 3 different sellers.
> 
> I then bought some used tube assortments from eBay vendors
> which included Nuvistors, and +all+ of the 6 or so used
> Nuvistors was weak.  A standard miniature tube
> from the same collections stood
> about a 95 percent chance of testing good.
> 
> Is this just my proven bad luck, or does this family of tubes
> have a short lifespan?  Is it even worthwhile retubing
> the Ameco stuff, considering the cost of new Nuvistors?
> 
> I'd appreciate your comments.
> 
> 73,
> Ed    k4pf@juno.com

------------------------------
Message-ID: <07A064EA6042D4118A62009027F70E778646@nt_exchange.vifp.monash.edu.au>
From: Morris Odell <MorrisO@vifp.monash.edu.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Phillips
Date: Mon, 18 Sep 2000 11:59:33 +1100
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

Hi,


>  It is very close to the exact size of a 813. the print on 
> the glass says
> 
>                    QB2/250

That's exactly what it is.  According to the european numbering scheme:

Q = tetrode
B  = directly heated
2 = approx. max. plate voltake in kv
250 = approx. max. plate dissipation

the last two are often out of the ballpark perhaps because there are several
different tubes with similar ratings that need to be accommodated in the
numbering scheme.

Take a look at:

http://www.ginko.de/user/franz.hamberger/roehren/roehren.html

73 de Morris VK3DOC

------------------------------
Message-ID: <003701c0210e$4824bd80$73c9d03f@oemcomputer>
From: "DavidC" <eDoc@netzero.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <boatanchors@theporch.com>
Subject: Re: ?? re  Sonar FM Exciter
Date: Sun, 17 Sep 2000 21:17:46 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

How about linking it to an 40's-era nbfm receiver
and use it as a 40's packet rig?  ;-)

"Doc"


> Hue,  this is probably the NBFM exciter. I have one, been trying to get
> rid of it for about 4 hamfests, no one knows what it is. I do have a
> manual for it also. It is xtal controlled and as I remember uses a 6AG7
> out put.
> the one I have works, I re-capped it and ran into a load, about 6 watts. 
> A 10 meter rig.
> 73s
>  jack
> On Sun, 17 Sep 2000 17:05:16 -0700 "Hue Miller" <kargokult@proaxis.com>
> writes:
> > This is a small thing but looks large enuff to be
> > a complete transmitter of the 10-15 watt level,
> > Sonar FM Exciter. Looks late 1940s. So:
> > What does it do, and where?
> > Anyone "need" it, or have a better use for it
> > than i (no use at present, i had only thot of
> > changing it to screen mod AM and having it
> > as "mobile station" display with 1954 car radio
> > and  Morrow converter - but i have enuff projects
> > that i'll only daydream this.)
> > Tnx, Hue Miller



____________NetZero Free Internet Access and Email_________
Download Now     http://www.netzero.net/download/index.html
Request a CDROM  1-800-333-3633
___________________________________________________________

------------------------------
Message-ID: <39C576A5.7C30B14C@gene.com>
Date: Sun, 17 Sep 2000 18:57:57 -0700
From: Ian Abbott <ian@gene.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTB radio gear for warbird restorations
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello-

	I am working with an organization that is restoring a number of US
aircraft from WWII. These aircraft include a very rare B-17E as well as
a P-47D Thunderbolt, an FG-1D Corsair with combat history, and others
including a P-38, P-51, F4F, and an F6F. Authenticity and completeness
are goals of these restorations, and those goals extend to the radio
gear which we intend to be correct, complete, and functional wherever
possible. Extensive time, effort, and resources are even being spent on
accurately reproducing the wiring, wire markings, and harnesses that
will be installed in the aircraft. Following their restorations, these
aircraft will be flown and displayed to the public here in the US.

	Right now we need to purchase unmodified examples of the following
equipment in excellent or better condition:

BC-375 (Complete set preferred, pre-"E" model if possible)
SCR-274N Tx, Rx, and accessories in *both* black wrinkle and bare
aluminum
SCR-522 Tx/Rx, and accessories
ARC-5 Tx, Rx, and accessories
SCR-595/ABK IFF
SCR-695/ABF IFF

	Because we intend to purchase excellent examples of this equipment we
are prepared to pay accordingly. 

	If you have equipment that you are interested in selling, please
contact me off the list at ian@gene.com . Please include a description
of the equipment you have for sale. All inquiries will be answered
promptly.

	Thank you,

	Ian Abbott
	ian@gene.com

------------------------------
Message-Id: <3.0.3.32.20000917214734.006a2090@wort-fm.terracom.net>
Date: Sun, 17 Sep 2000 21:47:34 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: "Terry O'Laughlin" <terryo@wort-fm.terracom.net>
Subject: Re: Nuvistor tube reliability question
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

>Is this just my proven bad luck, or does this family of tubes
>have a short lifespan?  Is it even worthwhile retubing
>the Ameco stuff, considering the cost of new Nuvistors?


I have run across the same phenomenom.  I have a lot of older CEI and WJ
gear with 6CW4, 7587, and 8058 nuvistors.  Almost half of them test weak,
but the radios work well.  I don't have a manual for my tube tester (Hickok
539), but no other series of tubes test consistently low.  I was wondering
if the metal to ceramic seals or the ceramic deteriorate with age or the
cathodes have some inherent weakness.  I suppose it could also be something
in the settings/calibration of the Hickok, but why would it only occur with
nuvistors?

73     Terry O'     WB9GVB

------------------------------
Date: Sun, 17 Sep 2000 23:32:44 -0400 (EDT)
From: MODSTEPH@ACS.EKU.EDU
Subject: Collins differences?
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <01JUAPWNK84Y0030MW@ACS.EKU.EDU>
MIME-version: 1.0
Content-type: TEXT/PLAIN; CHARSET=US-ASCII

What are the significant differences (if any) between
the S-line transmitters?

     32S-1, 32S-2, 32S-3...  any significant differences?


     Thanks you!

   73,  Al  N5AIT

------------------------------
Message-ID: <07A064EA6042D4118A62009027F70E77864A@nt_exchange.vifp.monash.edu.au>
From: Morris Odell <MorrisO@vifp.monash.edu.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Nuvistor tube reliability question
Date: Mon, 18 Sep 2000 14:50:44 +1100
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

Hi all,

Terry O'Laughlin wrote:

 
> Almost half of 
> them test weak,
> but the radios work well. 

This is the gist of it. As many have said, the application circuit is the
best tester. I don't have a tester that can test nuvistors, maybe that's why
I haven't found many faulty ones - the boatanchors just keep on truckin'!

Actually when I think about it, I have thrown out precious few tubes over
the years.

73 de Morris VK3DOC 

------------------------------
Message-ID: <39C59DE4.10C2EAE3@uswest.net>
Date: Sun, 17 Sep 2000 21:45:24 -0700
From: Ron Hershey <rhershey1@uswest.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: old mic ID needed (Kellogg?)
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Sounds like an old RCA carbon mike used for home recording circa
1929-1930. I have a 1930 Victor model RE-57 console that uses such a
mike to record on special 78 rpm platters.

regards,
Ron Hershey

Andy Wallace wrote:
> 
> Found an old mic today. Seller said it was Atwater Kent, but I doubt it.
> 
> Imagine an old candlestick phone, now remove the earpiece and cord, and change
> the candlestick and mic to a drab-colored metal hairbrush handle shape, and
> that's close.
> 
> Mic is 6.5" from top to end of handle, diaphragm part about 2.75" in diameter
> with the cone shaped mouthpiece 1.5" around. Screen on mouthpiece held with
> three rivets, diaphragm piece held together with eight rivets and back held on
> with three screws. Cloth cord and tips on end like headphones (missing one tip).
> Handle held on with triangular piece riveted to back of element housing.
> 
> Aha! Opening it up reveals the cord has a label - KELLOGG S. & CO. and I see
> telltale traces of CARBON...
> 
> So...whatzit for? How old? I am guessing 30s. Doubt it is for telephone
> switchboard use, but...?
> 
> --Andy
> wallace@world.std.com

------------------------------
Message-Id: <200009180646.e8I6kA731294@mail.hiwaay.net>
From: "Steve" <scb@fly.hiwaay.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 18 Sep 2000 10:11:43 +0000
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: Whatta Toob! II

Greetings;

 Here is a really big WE tube (one of 9 made) that has an interesting 
history;
<http://hawkins.pair.com/mexblast.shtml>

Thanx to Jim Hawkins, he has a fabulous site at;
<http://hawkins.pair.com/radio.shtml>
It is a "must visit" !

Best to all & 73; Steve

------------------------------
Message-Id: <200009181111.GAA20106@exit1.i-55.com>
From: "Sandy Blaize" <ebjr@i-55.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: [BoatAnchors] 3-500 Z  tubes
Date: Mon, 18 Sep 2000 06:45:03 -0500
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit


> > Anyone had any experience with 3-500 Z tubes that for no obvious
reason,
> > just has its' filament decide not to light up.
> 
> Hi John. That is a problem which shows up with 3-500z's.  This is not due
> to the tube design. All you need do is resolder the filament pins. The
> cause is likely lack of proper airflow across the pins.


	This problem can be caused by poor socket-tube pin contact.
The contact becomes oxidized increasing resistance, which causes
excess heat, which causes additional oxidation......then the problem
"feeds" on itself until the temperature of solder is reached!
	I would recommend carefully doing the following maintenance
periodically:
	1.) Pull tubes, chimneys.
	2.) Check base pins for oxidation/corrosion,
	3.) Check socket pins for the same and clean as needed.  (I use
a mild metal polish and a "Q" tip, followed by a light coating of
De-Oxit.).
	4.) Check socket pins for adequate "spring" pressure.  Most
wafer sockets have a small "C" shaped tension spring.  This can be
carefully removed, adjusted and reinstalled if necessary in most
instances.  One must be VERY careful doing this operation!
	5.) Clean tubes and chimneys of excess grime and dust.
(They do get dirty if your blower/fan is working and air is circulating
properly.)
[Unless you live in a "clean room"]
	6.) I would do this at least twice a year if you use the amplifier
often.  Once a year if the use is occasional.  The key is to "discover" the
problem
before it gets bad.  

	Since I have instituted this procedure, I haven't had any trouble with
the "filament pin unsoldering itself" phenomenon.

73,
Sandy W5TVW

------------------------------
Message-ID: <000401c0216e$20d4a5a0$2458143f@default>
From: "w2tu" <w2tu@email.msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Old time radios" <boatanchors@theporch.com>
Subject: Re: items fs
Date: Mon, 18 Sep 2000 08:43:51 -0400

Jose & all:
    Sorry about the mistake in my "items fs". The tubes with the TR4 are
6JB6's not 6BE6's. It was late! What else can I say.

tnx Jose

Paul B. W2TU


------------------------------
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